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GT.01 3.1 Logging Alluvial and Bedrock Material 1 8/30/91
DCN 91.01 Recording lithologic descriptions and _
: securing core boxes 1 11/15/91
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ENVIRONMENTAL MANAGEMENT
DOCUMENT CHANGE NOTICE (DCN)
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Title Date DCN Number
Montoring Welis and Piezometar Instalation (I 11-15.91 5-21000-0PS- G,k -
3 P ! LeR
Expires o). )5-99 Procedure Revision Required _m“ ﬁm LR
Scope Limitation none B s o
. T T
e — Y )
itern Step or Changes ST NEG
Number | Page | Paragraph (Use DCN CONTINUATION SHEET for Additional Space)
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NOTE:
This fliustrates guidelines for

welis screened to the battom
of the alluvium to show
maximum bedrock
penstration for alluvial wells.

WANININ 13342
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ALLUVIUM
Q
BEDROCK
;i
;
NOT TO SCALE

High-Solids reduced-pH
bantonite grout

\

N

9 Bentonite Seal

é C well casing '

/

/ Borehole

16-40 sand
(fiter pack)

slotted FVC
well screen

2 foot sediment sump

Threaded or slip-on cap-
stainless stes! screws
are raquired 1o attach
slip-on cap.

Backfil or bentonite peliets

FIGURE GT.6-1 SCHEMATIC DIAGRAM FOR ALLUVIAL MONITORING WELL COMPLETION




